. DESOTOy INC. L 4
MATERIAL SAFETY DATA SHEET NPCA 1 72
- ' FOR COATINGS, RESINS, AND RELATED MATERIALS
V(APPRGVED BY US DEPARTWENT GF LABOR "ESSENTIALLY SIMILAR" TG FQRM QSHA 20)
L s ; ; COSECTION T
'SESGTG; INC. 1700 S. MT. PRGSPECT ROAD
;AQMINISTRATIVE AND RESEARCH CENTER DES PLAINES, ILLINOIS 6001

:EMERGENCY TELEPHDNE C312) 391 -9000

‘Pkaoucr tiass. | MANUFACTURERS CODE IDENTIFICATION
> © AMINE CURING SOLUTION = f . 910%482 PP

TRADE NAME “ELECTROSTATIC PRIMER’ | DATE OF PREPARATION  09/03/81
ra UPDATES 06/23/80 MSDS ~ FoRnLEER. TR

~$**$$$¢$x$$*******$$*** SEQTIQN II HAZARDBUS INGREBIENTS et gk R

,INGREDIENY SRS LDEYE T mER R 5Y®'fﬂv 2N ?LV~ o VAPDR
Zoar vt oo BE P . WEIGHT CPPM . " MG/CU.M  LEL PRESSURE
@ 20 DEG C
" ISOPROPANOL-SKIN 30.0 400 - 980 32
TOLUENE-SKIN ~ v 0 oo o 40.0 100 . 3758
ALIPHATIC AMINE 20.0 NE
AROMATIC AMINE o o0 10.0 5

'ERC NT-BY WEIGHT:
. TO NEAREST 5%s PLUS OR MINUS 525 FOR SUBSTANCES 5-95%;
 <5.0 FOR SUBSTANCES 0.5-5.0%5 . . . o "

~ <0.5 FOR SUBSTANCES 0.0=0.5%.

_*_j

‘= NOT ESTABLISHED
= NOT APPLICABLE

m;ahn'cdlo-“.hwé‘do

4,
33 < e e s R s ek

SR ok - SECTION TTI-PHYSICAL DATA sk
/PRBPERTY (v caateuian L O Ak MEASUREMENT

BOILING RANGE -~~~ . .180.0 TO  600.0 DEG F. . 82.0 TO  316.0 DEG C.
e roww e CERE MBT PR aT60 MM HG

T S W~ . A " . - - - _—— - . -~ —

¢QRER¥GENSITY i ~:, ‘ X HEAVIER LIGHTER THAN AIR

G B s i - " 1o - - ———— -~ W > - T~ - - - - -

WEIGHT PER GALLON | 7.3 LBS.

T Ay T - —" - - . W N We . G —— - b W W W~ M " -

?§ER£ENT VOLATILE BY VOLUME 72.0

W W O AU O W S W AR - W . o —— - S s T - ————— A W -~ W o " - ————

APORATION RATE FASTER X SLOWER THAN ETHER
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Sesiesieleleokoloiok ik SECTION IV~FIRE AND EXPLOSION DATA sesksksikssaesoiiansoioiikaiolk

0OT CATEGORY FLAMMABLE LIQUID FLASH POINT 60.0 DEG F.
OSHA CATEGORY FLAMMABLE LIQUID-CLASS I B (CLOGSED CUPD 15.6 DEG C.
LOWER EXPLOSIVE LIMIT SEE II

EXTINGUISHING MEDIA: USE NATIONAL FIRE PROTECTION ASSOCIATION CLASS B
EXTINGUISHERS (CARBON DIOXIDE, DRY CHEMICAL OR FOAM).

UNUSUAL FIRE AND EXPLOSION HAZARDS: KEEP CONTAINERS TIGHTLY CLOSED. ISOLATE
FROM HEAT, ELECTRICAL EQUIPMENT, SPARKS AND OPEN FLAME. CLOSED CONTAINERS MAY
EXPLODE WHEN EXPOSED TO EXTREME HEAT. DO NOT APPLY TO HOT SURFACES.

SPECIAL FIRE FIGHTING PROCEDURES: WATER SPRAY MAY BE INEFFECTIVE. WATER MAY
BE USED TO COOL CLOSED CONTAINERS TO PREVENT PRESSURE BUILD-UP AND POSSIBLE
AUTO IGNITION OR EXPLOSION WHEN EXPOSED TO EXTREME HEAT. IF WATER IS USED, FOG
NOZZLES ARE PREFERABLE.

seste foleteioksisiiokok ootk SECTION V-HEALTH HAZARD DATA ek sokdoksiek ok

THRESHOLD LIMIT VALUE: SEE II (NOT ESTABLISHED FOR PRODUCT)
EFFECTS OF OVEREXPOSURE:

INHALATION: ANESTHETIC. IRRITATION OF THE RESPIRATORY TRACT OR ACUTE NERVOUS
SYSTEM DEPRESSION CHARACTERIZED BY HEADACHE, DIZZINESS, STAGGERING GAIT,
CONFUSION, UNCONSCIODUSNESS OR COMA.

SKIN OR EYE CONTACT: PRIMARY IRRITATION.

EMERGENCY AND FIRST AID PROCEDURES: INHALATION: REMOVE FROM EXPOSURE.

RESTORE BREATHING. KEEP WARM AND QUIET., NOTIFY A PHYSICIAN. SKIN CONTACT:
WASH AFFECTED AREAS WITH WATER. REMOVE CONTAMINATED CLOTHING. CONSULT A
PHYSICIAN. EYE CONTACT: FLUSH WITH WATER FOR 15 MINUTES. CONSULT A PHYSICIAN.
INGESTION: CONSULT A PHYSICIAN.

sese sk ok ok ok ook eloooksokolo:. SECTION VI-REACTIVITY DATA sededoksoisdkaoiosiodiokfoidoshssforik
STABILITY: UNSTABLE X STABLE

INCOMPATIBILITY (MATERIALS TO AVOID):

HAZARDOUS DECOMPOSITION PRODUCTS:
PRODUCTS OF COMBUSTION ARE HAZARDOUS

HAZARDOUS POLYMERIZATIONZ MAY OCCUR X WILL NOT OCCUR

CONDITIONS TO AVDID:

BOE-C6-0203890
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senemeiockeseekgiokioioiok SECTION VII-SPILL OR LEAK PROCEDURE S sisiesiesio sl siosie sisle stesie sieole stk sieslesiok

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: REMOVE ALL SOURCES
OF IGNITION. AVOID BREATHING VAPDRS. VENTILATE AREA.. REMOVE WITH INERT
ABSORBENT AND NON-SPARKING TOOLS.

WASTE DISPOSAL METHODS: DISPOSE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL
REGULATIONS. INCINERATE IN APPROVED FACILITY. OO0 NOT INCINERATE CLOSED
CONTAINERS. '

seoerisonkiiol. SECTION VITI-SPECTAL PROTECTION INFORMATION sk koo sk

RESPIRATORY PROTECTION: IN OUTDDOR DR OPEN AREAS USE NIOSH APPROVED

% MECHANICAL FILTER RESPIRATOR.

IN RESTRICTED VENTILATION AREAS USE NIOSH APPROVED CHEMICAL-MECHANICAL

- FILTERS.

IN CONFINED AREAS USE NIOSH APPROVED AIR LINE TYPE RESPIRATORS OR HOODS.

VENTILATION: WHERE EMPLOYEES MAY BE EXPOSED, PROVIDE GENERAL DILUTION OR LOCAL
- EXHAUST VENTILATION IN VOLUME AND PATTERN TO KEEP TLV OF HAZARDOUS INGREDIENTS
© IN SECTION II BELOW RECOMMENDED (ACGIH) OR REGULATED (OSHA) LIMIT. WHERE

EMPLOYEES WILL NOT BE EXPOSED, KEEP LEL IN SECTION II BELOW 25% OF LIMIT.

! PROTECTIVE GLOVES: RECOMMENDED X REQUIRED

EYE PROTECTION: USE SAFETY EYEWARE DESIGNED TO PROTECT AGAINST SPLASH OF
LIQUIDS.

BRI S S N

OTHER PROTECTIVE EQUIPMENT: PREVENT PROLONGED SKIN CONTACT WITH CONTAMINATED
CLOTHING.

sesReeoooroRokkoekilr. SECTION IX-SPECIAL PRECAUTIONS sk siesiesiosiosk ok fesle desiese sttt e
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: DO NOT STORE ABOVE 120 DEG. F.
STORE LARGE QUANTITIES IN BUILDINGS DESIGNED FOR STORAGE OF FLAMMABLE LIQUIDS.

OTHER PRECAUTIONS: DO NOT TAKE INTERNALLY. CONTAINERS SHOULD BE GROUNDED
WHEN POURING. AVOID FREE FALL OF LIQUID IN EXCESS OF A FEW INCHES.

Y D0 NOT SAND, FLAME CUT, BRAZE OR WELD THE DRY COATING WITHOUT NIOSH
APPROVED RESPIRATOR OR APPROPRIATE VENTILATION.

DBSERVE PRECAUTIONARY LABEL WARNINGS.

PREPARED BY R. A. PROKGOP
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